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INTRODUCTION 


The purpose of this book is to show woodworkers several scroll sawing techniques that 
can be used to make boxes on the scroll saw. We'll look at several different types of boxes 
including boxes with lids, drawers, contrasting woods, wooden hinges, box joints, ring trays, 


pierced earring holders, and compartment dividers. 


The first chapter focuses on boxes with lids, an ideal starting point because these are the 
easiest boxes to make, Next are boxes with drawers, which were designed to show how 

easy itis to use stacked layers for box making, and laminated boxes, which include some 
simple techniques for laminating contrasting woods, Boxes that use box joints follow, and 
this chapter includes some great techniques for creating box joints on the scroll saw. Finally, 
we'll take a look at the different types of compartments you can make to customize the 
perfect jewelry box, In each chapter, you'll find a complete step-by-step demonstration 
followed by patterns for additional projects. A Quick Cuts box is included for each project 
to provide you with a quick reference to the general steps necessary to create each part of 
each box, The Quick Cuts steps are grouped by part rather than by the step-by-step order, 


so you'll want to refer back to the step-by-step demonstration for additional information. 


Though some of the techniques may be slightly more difficult than others, all of the boxes 
in this book are deceptively simple. Each box may look like it took hours and a complex 
pattern to complete, but, actually, the boxes are made using simple patterns and techniques. 


Many of the boxes use a scroll sawing technique called stack cutting. The great thing about 
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stack cutting wood on a scroll saw is that you do not need to follow the pattern lines 
precisely, Stack-cut pieces of wood will fit perfectly to their adjacent pieces of wood. By 
stack cutting laminated wood, you can produce boxes with checkerboard, diamond, 
pinwheel, and pie-piece-shaped designs—just about any shape you can think of. The end 


result is a beautiful box that looks like it took hours upon hours to create. 


While each type of box teaches different skills, they are also designed to be decorative and 
useful. My main passion is designing and making jewelry boxes, projects that serve both form 
and function. The ones in this book feature three unique designs: ring trays, pierced earring 
holders, and dividers. I have also included several other boxes with practical uses: The opened 
lid of the Recipe Box holds the recipe while you cook. The Paper Clip Box, Pencil and Pen Box, 
and Notepad Box will keep your desk organized. Each project is designed to show off your 


woodworking skills by creating a beautiful, yet functional, end product. 


I hope that you enjoy making the boxes in this book and that you will use some of the 


techniques presented to create other scrolling projects. 


—Gary MacKay 
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Box-MAKING Basics 


Making boxes is a rather simple prospect—once you understand a few basic principles. In this 
chapter, we'll explore the basic elements of box making. You'll learn about the types of wood 


recommended for these projects, the tools you'll need to make them, and tips to adding some 


finishing touches. 


Woop 


I used 11 different wood species to make the 
boxes featured in this book. Some of the woods 
were ones that I've used many times before, like 
cherry, poplar, and walnut; others, like alder 
and sassafras, | used for the first time. 

“Machine-abilityy or how a wood cuts on 
the scroll saw, is the most important factor in 
choosing wood for your boxes. For example, 
red oak and maple are more difficult to cut on a 
scroll saw than some of the other woods. If you 
are new to using a scroll saw, you'll want to start 
with wood that is softer than red oak and maple. 

In addition to the degree of difficulty in cutting 
the wood, you'll also want to consider its color. By 
using contrasting woods to create the patterns, 
you will make your boxes really stand out. 

The finished look of the wood is another 
consideration when you are choosing wood, All 
of the boxes in this book are given a natural, or 


clear, finish to show off the grain of the wood. 


A fancy jewelry box is an ideal candidate for 


a highly figured and beautifully colored wood 


like cherry or walnut. A heart-shaped keepsake 
box for a small child would be best made out Alert 
of a durable wood like red oak. If you plan 
to paint your box, you'll want to choose an 
inexpensive wood that will sand very smooth, 
like basswood or poplar. 

One final consideration is cost. | used 
some of the more expensive woods, like cherry, Poplar 
mahogany, and walnut, on the thinner front and 
back pieces for some of the boxes in this book. 
Using these woods in limited areas helped to cut 
down on the cost of the woods but still gave the 


boxes a high-class, expensive look. 


You'll want to consider machine-ability, 
color, grain pattern, and cost when 
choosing wood for your boxes. Shown 
here are four of the woods used in this 
book—alder, poplar, red oak, and walnut. 


Walnut 
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Woop COMPARISON CHART 


Ash 
Basswood 
Butternut 

Cherry 
Mahogany 
Maple 
Poplar 
Red oak 
Sassafras 


Walnut Dark 


In addition to a scroll 


saw, box making 
requires several types 
of clamps, a simple 
Jig, a few varieties of 
adhesives, and some 
common household 
items. 


Machine-ability 
Reddish brown 
Light golden brown 
Light tan 
Golden brown 
Reddish 


Reddish brown 


Light reddish brown 


Light yellowish tint 
Golden brown 
Pale to dark brown 


Brown to black 


TooLs 


You don’t need a lot of tools to make boxes on a 
scroll saw. In fact, in addition to a scroll saw, all 
you will need are some clamps, a simple jig, and 


a few different types of adhesives. 


ScROLL SAW AND BLADES 
You can use any scroll saw to make boxes. | rec- 
ommend that your scroll saw have a dust blower 


to keep the pattern lines free of dust. A light 
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Characteristics 


Moderate Nice grain, resembles cherry 


Low Nice grain, resembles oak 


Nice grain, resembles poplar 


Beautiful grain, resembles 
white walnut 


Beautiful grain, resembles alder 


Beautiful grain, 
resembles cherry 


Nice grain, resembles basswood 
Nice grain, resembles basswood 


Nice grain, resembles ash 
Unique smell, nice grain, 
resembles ash 


Beautiful grain, great 
contrasting wood 


with a magnifier will help you see the pattern 
lines when you are cutting. You do not need a 
scroll saw with a speed control or quick-change 
blade clamps to make boxes because all of the 
boxes in this book can be cut on one speed and 
do not require frequent blade changes, 

For cutting boxes on your scroll saw, 
| recommend the following blades: 
+ #5 reverse-tooth blade for woods 

46" to 'a" thick 
+ #7 reverse-tooth blade for woods *4" thick 
+ #12 reverse-tooth or thick-wood blade 


for woods greater than *é" thick 


OTHER Tools 
Of the other tools that are useful in box making, 
clamps are some of the most important. At a 
minimum, it is a good idea to have two screw- 
type clamps, two quick-grip clamps, and several 
2” spring clamps. 

A band saw with a '4"-wide blade is an 
optional tool that can be used on some boxes 


to cut the outside profile. (The same cuts can 


be made with a scroll saw; however, they will be 
more difficult. Use a #12 reverse tooth or a thick- 
wood scroll saw blade and proceed slowly.) 
Another optional but handy tool is the 
stationary belt sander. | recommend this tool 
because of its ease and speed of use. You can 
get the same results, however, with a handheld 
power sander or with several grits of sandpaper 
wrapped around a wood block or dowel and 


some elbow grease. 


Jics 
When making boxes, it is very handy to have a 
simple jig made from wood that you can use as 
a flat, square surface for gluing up wood. In this 
book, a gluing jig will be used for gluing lami- 
nations, box lids, and boxes. The jig allows you 
to clamp the wood together to create a tight 
wood joint (see the sidebar, “Making a Gluing 
Jig,” at the right). 

Always protect the surface and rails of your glu- 
ing jig from glue squeeze-out with a single sheet 


of old newspaper as shown in the top right photo. 


GLUES, ADHESIVES, AND TAPES 

Glues, adhesives, and tapes are important materi- 
als in box making. Don't try to omit their use 
from your project. The few minutes it takes to 
add packaging tape over a pattern or to position 
and reposition glued, clamped wood will pay off 


in the end with a nicer finished project. 


Wood glue: | use wood glue for all of the boxes [ 
make. | always place a single sheet of old newspa- 
per on a flat surface when gluing pieces of wood 
together. Be sure to check for glue squeeze-out 
and remove it with a flathead, or slotted, screw- 
driver or a rag. 

When gluing two pieces of wood together, 
apply glue to both mating surfaces. With glue, 
as soon as you apply pressure on the first clamp, 
the mating surfaces will slide out of position. 
You may need to unclamp and reposition your 
pieces several times before they stay in the 


position you want. 


A simple gluing jig gives you a flat, square surface for gluing up wood, 


TOOLS AND MATERIALS 


* Wood glue 
Square 
@ 1 to 2 screw clamps 


STOCK 


@ One piece 34" x 18" x 24" pressboard, MDF (medium-density 
fiberboard), or plywood 


® One piece ¥%" x 34" x 17" oak rail 
@ One piece %4" x %4" x 2244" oak rail 
® Three pieces ¥2" x %" x 3%" scrap wood clamping blocks 


Glue the two rails to the piece of 34" x 18" x 24" pressboard, MDF, or 
plywood that is used for the base at 1” from the base edges. Use a 
square to ensure a 90-degree angle. 
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Don't apply too much clamping pressure to a 
glue joint or you will force all of the glue out 
of the joint. Apply just enough pressure to 


produce a small amount of glue squeeze-out. 


Spray adhesive or glue stick adhesive: Use 
spray adhesive on larger patterns and glue 
stick adhesive on smaller patterns. I have 
found that you need to adhere the pattern 
to your workpiece just before you do your 
cutting. Some patterns adhered overnight 


become loose with time. 


Packaging tape: Cover your patterns with 
clear packaging tape after the patterns are 
applied to the wood. The packaging tape serves 
as a blade lubricant. The tape can be applied 


before the pattern if light glare is a problem. 


Double-sided tape: | like to use several thin 
strips of double-sided tape when adhering 
two pieces of wood together prior to stack 
cutting for making laminations. When using 
double-sided tape, separate the release paper 


using a pin. 


TECHNIQUES 


Two special scroll sawing techniques are used to 
make the boxes in this book. These techniques 
are also common woodworking practices, but 
they have been altered so they can be done ona 
scroll saw. One is stack cutting; the other is lami- 
nating. | also use a technique called precision 
pinpoint pattern placement to center patterns 


perfectly on the stock. 


STACK CUTTING 

Stack cutting is simply placing two or more 
pieces of wood together to cut the same pat- 
tern. The result of this technique is that you 
will have several pieces of the same shape. 
Stack cutting is a time-saver if you need to cut 
multiple pieces. You can cut the same kinds of 
wood or different kinds in a single stack. By 
cutting two different kinds of wood, you can 
also ensure a perfect fit when you are cutting 


a pattern like the pinwheel box. 


LAMINATING 

Laminating involves gluing two or more 
pieces of wood together before a pattern is 
scrolled. One reason to laminate a board is 
to get a thicker or wider piece for scrolling. 
Another reason to laminate wood is to create 
a pattern, By gluing together different types 
of wood and cutting the laminated piece into 
strips, you can create checkerboard and dia- 


mond patterns. 


PRECISION PINPOINT PATTERN PLACEMENT 
A pin can be used to accurately center a pat- 
tern on your workpiece. This is what I call 
“precision pinpoint pattern placement.” First, 
mark the center of your workpiece. Next, 
apply spray adhesive to your pattern. Then, 
stick a pin through the center of the pattern 
and slide the pattern all the way up to the 
head of the pin. Now, stick the point of the 


Apin can be useful for centering a pattern, especially on laminated stock. 


pin in the center of your workpiece and slide 
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the pattern down the pin. Finally, press the 
pattern into place and remove the pin. Your 


pattern is perfectly placed. 


FINISHING 

All of the boxes in this book have been finished 
with a natural finish. I prefer a natural finish 

to paint or stain because it allows the natural 
beauty of the wood to show through. Many 
hardwoods have beautiful grain patterns and 
lovely colors for box making. 

To finish a box, I first sand the entire box to 
220 grit or finer. Many finishes have been ruined 
by dried glue spots, so | like to apply a light coat 
of paint thinner after I finish sanding to detect 
any dried glue spots on the box. | use a pencil to 
circle any areas of dried glue, Once the thinner 
evaporates, | sand off the pencil circles. 

My first coat of finish is boiled linseed oil 
(tung oil or Danish oil are two other choices) 
applied with a rag, as it really brings out the 
wood grain. After the box has dried for two 
days, | use a 1" brush to apply a coat of clear 
shellac. When the shellac has dried, I sand the 
box with 320-grit sandpaper, and then apply a 


good paste wax to the box. 


LINING Boxes WITH FELT 
Lining box compartments of all shapes with felt 
is easy. Here is the “no bake” recipe. 

You will need wood glue, poster board, and 
felt, Place a sheet of newspaper on a flat surface, 
apply wood glue to the poster board, and roll the 
felt evenly onto the poster board. Cover the felt 
with a piece of newspaper, and place some heavy 
books or magazines on top. Leave it overnight 
to dry. Use a pencil to mark the size of the com- 
partment you are lining on the poster board. Cut 
out the lining with sharp scissors, 

Place a few drops of tacky glue on the poster 
board prior to inserting the lining into the 
compartment. Sheets of felt that have been 


glued to poster board tend to curl, particularly 


if it is humid. Gluing the felt-covered poster 
board directly to the wood of the compartment 
will prevent this tendency. 

If you will be lining an odd-shaped compart- 
ment, like a heart shape, be sure to save the 
cutout from the compartment with the pattern 
still adhered. Place the cutout pattern-side 
down on the poster board, and trace the shape 


on the poster board with a pencil. 


SAFETY 
Staying safe is key to enjoying your craft. 
Remember the following as you are working: 
+ Use safety goggles to protect your eyes, 
+ Remove any loose clothing or jewelry. 


+ Work in a well-ventilated area, and use a 


mask or an air cleaner to protect your lungs. 


+ Work in a well-lighted area. 
+ Keep your hands away from the blade. 


+ Don't use a scroll saw when you are tired 


or unfocused. 


Boiled linseed oil applied 
asa first coat really 
brings out the grain. A 
coat of shellac, applied 
after the linseed oil is dry, 
helps protect the box. 


Backing felt with 
poster board makes 
it easier to line your 
box compartments, 
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c™ I MAKING BOXEs WITH LIDs 


MAKING Boxes WITH Lips 


These boxes are easy to make on your scroll saw. Any All of the boxes in this chapter can be made using 4", 4", 
combination of woods can be used to add contrast to the lid, and %4" surfaced wood. The following pages take you through 
the lid liner, or the box. The box compartments can easily be _ the steps in making the Square Box. The same technique is 


lined in felt or in velvet. used to make all of the boxes in this chapter. 


2% 6.06 
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TOOLS AND MATERIALS 

This box is an easy shape to make ona ; ; 
acts a ‘i ® One photocopy each of the lid, box, and lid 

scroll saw. The walnut box with an ash lid liner pattems 

makes a nice contrasting-woods box. 


eo 


Temporary bond spray adhesive 


Thick-wood or #12 reverse-tooth blade for 
cutting the box 


ao 


o 


#5 reverse-tooth blade for cutting the lid and 
the lid liner 


Drill or drill press and ¥" and Yo"drill bits 
Clear packaging tape 

Sandpaper, 80, 150, and 220 grit 

Wood glue 


co 

od 

ca 

o 

® Clamps 
® Masking tape 

® Screwdriver 

® Felt or velvet (optional, for lining) 
2 


Finish of choice 


STOCK 


® Two pieces of 34" x 5%" x 5% 


for box 
® One piece of ¥2" x 5¥2" x 5%" for lid 


Overall size: ® Two pieces of 14" x 5%" x 52" for lid liner and 
5"long x 5" wide x box bottom 
2%" high 


Wood: Ash and walnut 
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SQUARE Box 


Lid pattern 


Make one photocopy 
of the lid pattern, 


Enlarge pattern 110% 


Box pattern 


Make one photocopy 
of the box pattern, 


Pattern dots indicate 
blade entry holes. 


Enlarge pattern 110% 
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Line 1 


Line 2 
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Quick Cuts 


Box 

@ Glue two pieces of wood for 
box together. 

® Apply box pattern to stock. 


® Drill 4" blade entry holes as 
indicated on pattern. 


® Cut four compartments from box. 


® Sand wood fuzzies off box 
bottom. 


@ Glue one '4" x 5¥2" x 5%" piece of 
wood on bottom of box. 


® Glue outside lid liner to top 
of box. 


Cut outside profile of box. 


Lid liner pattern 


Make one photocopy of 
the lid liner pattern. 


Pattern dot indicates 
blade entry hole. 


Enlarge pattern 110% 


Lip 
® Apply pattern to stock. 


® Cut around the pattern line 
for lid. 


Lip LINER 
® Apply pattern to stock. 


® Drill Ye" blade entry hole where 
indicated on pattern. 


® Cut around Line 2. 
® Cut around Line 1. 


® Glue outside lid liner to top 
of box. 


@ Glue inside lid liner to lid. 


SQUARE BOx 


Glue and clamp the two ¥4" x 5%" x 5%" pieces of wood Adhere the box pattern to the now 12" x 5%" x 5%" box piece 
together for the box. Let the glue dry according to the of wood. Then, cover the pattern with clear tape. Drill four 4s" 
manufacturer's directions. blade entry holes, and cut out the four compartments, Save 


one waste piece from the cut-out compartment if you plan to 
line your box. Do not remove the patterns. 


Use a piece of folded 150-grit sandpaper to sand the wood Put a light layer of glue on the bottom of the box, Then, place 
fuzzies from the bottom of the box. one ¥" x 5¥2" x 5%" piece of wood for the box bottom on the 
glued surface. 


Apply masking tape to keep the box bottom in place. Clamp the box bottom to the box. Use a screwdriver to 
remove glue squeeze-out, and then let the glue dry. 
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Apply the lid pattern to the ¥" x 5%" x 5¥2" lid stock. Cover it Remove the lid pattern. 
with clear packaging tape. Then, cut the outside pattern line 
for the lid using a #5 reverse-tooth blade. 


Now, adhere the lid liner pattern to the %" x 5¥2" x 542" stock Cut around Line 1. Now you have the inside lid liner. 
for the lid liner. Drill a Ye" blade entry hole where indicated on 

the pattern. Then, cut around Line 2 on the pattern. This will 

create the outside lid liner. Do not remove the pattern. 


Remove the pattern from the top of the box. Glue the outside lid liner to the top of the box. Use masking 
tape to hold the lid liner onto the top of the box. The outside 
lid liner will seat the lid and inside lid liner correctly above 
the compartments. 
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SQUARE BOx 


Clamp the box for five minutes. Unclamp the box and remove glue squeeze-out with a 
screwdriver. Then, reclamp the box and let the glue dry. 


15 / 


. 


Remove the pattern from the inside lid liner, Put glue on one surface of the inside lid liner. Center it on the 
lid. Then, clamp the inside lid liner and lid together. Let the 
glue dry. 


Cut the outside profile of the box around the pattern line. Now that all of the cutting is complete, remove the outside 
lid liner pattern, Sand the entire box through 220 grit, Then, 
apply the finish of your choice. You can also choose to line the 
compartments with felt or velvet. (For more information on 
finishing techniques, see the Finishing section on page 5.) 
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This box is an unusually shaped box that 
has plenty of room for small items. The 
poplar box is easy to cut, and the 
walnut lid makes a nice contrast 
to the poplar box. 


Overall size: 6" long x 
6" wide x 2¥2" high 


Wood: Poplar and walnut 
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TOOLS AND MATERIALS 


® One photocopy each of the lid, box, and lid 
liner patterns 


® Temporary bond spray adhesive 


® Thick-wood or #12 reverse-tooth blade for 
cutting the box 


® #5 reverse-tooth blade for cutting the lid and 


the lid liner 

Drill or drill press and %" and Ye"drill bits 
Clear packaging tape 

Sandpaper, 80, 150, and 220 grit 

Wood glue 

Clamps 

Masking tape 

Screwdriver 

Felt or velvet (optional, for lining) 


S A A A A A A a 


Finish of choice 


STOCK 


® Two pieces 3" x 542" x 644" for box 
* One piece ¥" x 5¥2" x 614" for lid 


® Two pieces 14" x 532" x 644" for lid liner and 
box bottom 


TRIANGLE Box 
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Box pattern 


Make one photocopy 
of the box pattern. 


Enlarge pattern 110% 
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Lid pattern 


Make one photocopy 
of the lid pattern, 


Pattern dots indicate 
blade entry holes, 


Enlarge pattern 110% 


Chapter 2 @ Making Boxes with Lids 


TRIANGLE Box 


Lid liner pattern 


Make one photocopy of 
the lid liner pattern. 


Pattern dots indicate 
blade entry holes. 


Enlarge pattern 110% 


Quick Cuts 
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TOOLS AND MATERIALS 


® One photocopy each of the lid, box, 
and lid liner patterns 


Adding rounded corners to a typical star 
shape gives this box some additional 
room. |! used poplar for the box and red 
oak for the lid. Maple was used for 
the lid liner. 


® Temporary bond spray adhesive 


® Thick-wood or #12 reverse-tooth blade for 
cutting the box 


® #5 reverse-tooth blade for cutting the lid and 
the lid liner 


© Drill or drill press and %" and Yo"drill bits 
® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 

® Wood glue 

® Clamps 

® Masking tape 

© Screwdriver 

® Felt or velvet (optional, for lining) 

@ Finish of choice 


STOCK 

® Two pieces 34" x 6” x 6" for box 

® One piece "x 6" x 6" for lid 
Overall size: 534" long x ® Two pieces 14" x 6" x 6" for lid liner 


5%" wide x 2¥2" high and box bottom 
Wood: Maple, oak, 
and poplar 
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Box pattern 


Make one photocopy 
of the box pattern. 


Pattern dots indicate 
blade entry holes. 


Enlarge pattern 110% 
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Lid pattern 


Make one photocopy 
of the lid pattern, 


Enlarge pattern 110% 


Chapter 2 @ Making Boxes with Lids 


STAR Box 


Lid liner pattern 


Make one photocopy 
of the lid liner pattern. 


Pattern dots indicate 
blade entry holes. 


Enlarge pattern 110% 


Quick Cuts 
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This heart-shaped box makes a great TOOLS AND MATERIALS 
Valentine's Day or birthday gift to show 


someone what you can make on a scroll One photocopy each of the lid, box, and lid 


Pal Boot f | liner patterns 
saw. The heart box is made from poplar, @ Temporary bond spray adhestve 


® Thick-wood or #12 reverse-tooth blade for 
with a beautiful grain pattern. Walnut was cutting the box 


used for the lid liner. @ #5 reverse-tooth blade for cutting the lid and 
the lid liner 


© Drill or drill press and Ye" and Yo"drill bits 
® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 

® Wood glue 

® Clamps 


and the lid is made from a piece of maple 


Overall size: 544" long x 
4%" wide x 2%" high 
® Masking tape 


® Screwdriver 


Wood: Maple, poplar, 
and walnut 
® Felt or velvet (optional, for lining) 
® Finish of choice 


STOCK 


® Two pieces 3%" x 5" x 5%" for box 
® One piece "x 5"x 5%" for lid 


® Two pieces %4" x 5" x 532" for lid liner 
and box bottom 


Chapter 2 @ Making Boxes with Lids 


HEART Box 
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Box pattern 
Make one photocopy 
of the box pattern. 
Pattern dots indicate 
blade entry holes. 


Lid pattern 


Make one photocopy 
of the lid pattern. 


Chapter 2 @ Making Boxes with Lids 


HEART Box 


Lid liner pattern 


Make one photocopy 
of the lid liner pattern, 


Pattern dots indicate 
blade entry holes. 


Quick Cuts 
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TOOLS AND MATERIALS 


This box has a unique shape and shows 


that you can have differently shaped ® One photocopy each of the lid, box, and lid 


- liner patterns 
compartments. The box is made from Ps 


® Temporary bond spray adhesive 


® Thick-wood or #12 reverse-tooth blade for 
cherry. The lid is also made from cutting the box 


alder; the lid liner is poplar. @ #5 reverse-tooth blade for cutting the lid and 
the lid liner 


© Drill or drill press and Ys" and Yo" drill bits 


© Drill bit for blade entry holes 
(for #5 reverse-tooth blade) 


alder, which looks and machines just like 


® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
® Wood glue 

© Clamps 

® Masking tape 

® Screwdriver 

® Felt or velvet (optional, for lining) 
® Finish of choice 


STOCK 
Overall size: 7" long x ® Two pieces 34" x 449" x 712" for box 
4" wide x 2%" high ® One piece 2" x 444" x 712" for lid 


® Two pieces ¥4" x 4¥2" x 74" for lid liner and 


Wood: Alder and poplar aac baka 


Chapter 2 @ Making Boxes with Lids 


PEANUT Box 
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Chapter 2 @ Making Boxes with Lids 


Box pattern 


Make one photocopy 
of the box pattern. 


Pattern dots indicate 
blade entry holes. 


Lid pattern 


Make one photocopy 
of the lid pattern. 


PEANUT Box 


Lid liner pattern 


Make one photocopy 
of the lid liner pattern, 


Pattern dots indicate 
blade entry holes. 


Quick Cuts 
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TOOLS AND MATERIALS 


® One photocopy each of the lid, box, and lid 
liner patterns 


The sewing box's shape allows for the 
storing of all the small sewing or knitting 
items that are needed. | scrolled the ¢ Temporary bond spray adhesive 

box and lid from poplar and added @ Thick-wood or #12 reverse-tooth blade for 
a contrasting lid liner of walnut. cutting the box 


© #5 reverse-tooth blade for cutting the lid and 
the lid liner 


© Drill or drill press and Ye" and Ye"drill bits 
® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 

® Wood glue 

® Clamps 

® Masking tape 

® Screwdriver 

® Felt or velvet (optional, for lining) 


® Finish of choice 
Overall size: 534" long x 
534" wide x 242" high STOCK 
Wood: Poplar and ® Two pieces 34" x 6” x 6" for box 


walnut # One piece 1s" x 6" x 6" for lid 


® Two pieces 14" x 6" x 6" for lid liner and box 
bottom 


Chapter 2 ® Making Boxes with Lids 


SEWING Box 
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Box pattern 


Make one photocopy 
of the box pattern. 


Pattern dots indicate 
blade entry holes. 


Enlarge pattern 110% 
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Make one photocopy 
of the lid pattern. 


Enlarge pattern 110% 


Chapter 2 @ Making Boxes with Lids 


SEWING Box 


Lid liner pattern 


Make one 
of the lid liner pattern. 


Pattern dots indicate 
blade entry holes, 


Enlarge pattern 110% 


Quick Cuts 
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MAKING BOXES WITH DRAWERS 


When you first see these boxes with drawers, you may woods can be used on the fronts and backs of the boxes and 
wonder how boxes this large can be made on a scroll saw. on the drawer fronts and backs since this wood is only \4" 
These boxes are made by cutting out drawer openings on thick, You can select drawer pulls from one of the patterns 


four %" pieces of wood, gluing the four pieces back together, _ and easily scroll out drawer pulls for your box. Asa finishing 


and gluing on box and drawer fronts and backs. touch, line the drawers with felt or velvet. 

All of the boxes in this chapter can be made from \4", The following pages take you through the steps for 
44", and \" surfaced wood. These boxes really stand out making the Peaked-Top Box, which has four drawers. All of 
when you use woods of contrasting colors. More expensive the boxes in this chapter are made using the same techniques. 


@& Li Bax 
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This box, having four drawers, makes a 
uniquely shaped box for storing small 
items. | made the box from poplar and 
used the more expensive walnut as a 


The drawer pulls were made from poplar. 


Overall size: 5%4" long x 
5" high x 3%" deep 
Wood: Poplar and walnut 


Chapter 3 ® Making Boxes with Drawers 


contrast for the front and back of the box. 


TOOLS AND MATERIALS 


® Six photocopies of the box pattern 
® Temporary bond spray adhesive 


® #9 reverse-tooth blade for cutting %"-thick 
stock and box profile 


® #5 reverse-tooth blade for cutting 4"- and 
¥2"-thick stock 


® Yo" drill bit 

® Clear packaging tape 

® Mineral spirits 

® Sandpaper, 80, 150, and 220 grit 


® Drum sander or sandpaper wrapped 
around wooden dowel 


® Wood glue 

® Clamps and scrap wood blocks 
® Rag, to wipe away excess glue 

® Masking tape 

® Screwdriver 

® Double-sided tape 

© Felt or velvet (optional, for lining) 
® Finish of choice 


STOCK 
® Four pieces 3%" x 514" x 6" for box and drawers 
® One piece 2" x 5%" x 6" for drawers 


® Three pieces 4" x 544" x 6" for drawer fronts 
and backs and box front and back 


® One piece 14" x 36" x 6" for drawer pulls 
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PEAKED-TOP Box 


Box pattern 


Make six photocopies 
of the box pattern, 


Pattern dots indicate 
blade entry holes. 


Quick Cuts 
Box 
® Cut out drawers and outside ® Select drawer pull pattern and 
profile from four 34" pieces cut out required number of 
of wood. drawer pulls. 


® Glue four box pieces together. ® Glue drawer pulls to 
© Cut out drawers on 14" piece drawer fronts. 
of wood. 


® For each drawer, cut out three DRAWER PULLS 
%" drawer compartments and ® Apply pattern to stock for num- 
one ¥" drawer compartment, ber of drawer pulls needed. 
following dashed patternlines. —_ Tijt scroll saw table 10 degrees, 
@ Glue each drawer together using right side down. 


three %4" pieces and one © Cut out drawer pulls, following 
¥2" piece of wood. cut direction arrows. 

@ Using three 1%" pieces of wood, 
cut out box front and back and 


all drawer fronts and backs. 


Chapter 3 @ Making Boxes with Drawers 


DRAWER PULLS 


Drawer pulls 


patterns 


Make photocopies 
to match number of 
drawer pulls needed. 


( 
( 
( 
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Adhere a box pattern to each of the four pieces of 34" x 5%" x 6" 
stock, Cut out all drawers, following the solid pattern lines. Do 
not cut on the dashed lines yet. 


Remove patterns from each of the four box pieces. Use mineral 
spirits to remove stubborn sections of the pattern. Do not 
remove patterns from the four drawer cutouts. 


Make sure that the former blade entry holes are lined up. In 
this case, all of the former holes are on the left-hand side. 


Chapter 3 @ Making Boxes with Drawers 


Cut the outside profile on all four pieces. 


Use a piece of folded 150-grit sandpaper to remove the wood 
fuzzies from the box pieces. 


Apply a thin layer of glue to both surfaces of two box pieces. 


PEAKED-TOP Box 


Place the two glued surfaces together and align all drawer 
openings and former blade entry holes. Clamp the two 
pieces together. 


Use a rag to clean up glue squeeze-out. Leave the pieces 
clamped for one hour, and then unclamp them. Glue up 
remaining two box pieces, following Steps 4 to 8. Then, let the 
glue dry for both glue-ups. 


Adhere a pattern to the surfaced side of the 2" x 544" x 6" stock. 
Drill 4s" blade entry holes, and use a #5 reverse-tooth blade to 
cut out the drawers. 


For each drawer, use a #9 reverse-tooth blade to cut out three 
¥4"-thick drawer compartments by cutting along the dashed 
lines. Then, use a #5 reverse-tooth blade to cut out one 
¥4"-thick drawer compartment by cutting along dashed lines. 
Use a scrap of wood to support the pieces during cutting, 


At this point, you have cut five pieces for each drawer—four 
¥%4"-thick pieces and one ¥2"-thick piece. All drawers are made 
from three 34"-thick pieces and one ¥2"-thick drawer piece to 
allow for the solid %*-thick box back, so we will disgard one of 
the 34"-thick pieces that we cut. 


Remove patterns from all drawer pieces, and use a folded 
sheet of sandpaper to sand off the wood fuzzies. 
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For each drawer, apply a thin layer of glue to three %4"-thick Using scrap wood blocks, clamp up all drawers. Use a flathead 
drawer pieces and one ¥2"-thick drawer piece. Line up all four screwdriver to remove glue squeeze-out, and then let the 
former blade entry holes on the same side of each drawer. glue dry 
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Use a drum sander or sandpaper wrapped around a wooden Put a thin layer of glue on both box pieces. Next, adhere the 
dowel to sand both box pieces smooth. two pieces together by lining up the drawer openings. Wait 
about five minutes for the glue to set up before clamping. 


Clamp up the two box pieces and let the glue dry. Adhere a box pattern to the surfaced edge of a 4" x 5¥%4" x 
6" piece of wood. Next, place several strips of double-sided 


tape on the second %" piece of wood. Then, adhere the two 
pieces together. 


Chapter 3 @ Making Boxes with Drawers 


PEAKED-TOP Box 


Use a #5 reverse-tooth blade to cut the outside profile of the 
box pattern. Then, detach the bottom piece of wood, which 
is the back of the box. Leave the pattern attached to the 

top piece. 


Attach the piece of wood with the pattern on top to the 
remaining 4" x 544" x 6" piece of wood, Reuse the same 
double-sided tape. Then, drill Ye" blade entry holes, and use a 
#5 reverse-tooth blade to cut out the drawer openings. Detach 
the two pieces of wood. These pieces are the front of the box 
and the fronts and backs of the drawers. Remove the patterns. 


Sand the wood fuzzies off all of the 4" pieces. Use a drum 
sander, as you did in Step 15, to sand the drawer openings 
smooth, Use a wooden block and sandpaper to sand the 
inside openings of all drawers. Note: If you are lining your 
drawers with felt or velvet, there is no need to sand the drawer 
bottoms—just sand the sides. 


Glue the front and back to the box, and use masking tape to 
temporarily hold the front and back to the glued surfaces. 
Next, glue the fronts and backs to the drawers by keeping 
the former blade entry holes on the same side of the drawers. 
Then, use a screwdriver to remove glue squeeze-out. 


Clamp the box and drawers and allow the glue to dry. Then, 
sand the outside profile of the drawers and box. 


Adhere the drawer pull pattern that you like to the ¥4" stock. 
Cut out any inside cuts, and then cut the outside profile 

of the pulls. Glue the drawer pulls onto the center of the 
drawers. Apply the finish of your choice, and line the drawer 
compartments with felt or velvet, as described in Chapter One, 
“Box-Making Basics,” on page 5. 
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Chapter 3 @ Making Boxes with Drawers 


The round shape is easy to cut on your 
scroll saw, and, with contrasting drawer 
pulls, this box makes a unique gift item. 
The box is made from poplar, which is 
easy to cut; oak, which is harder to cut, is 
the box front and back. | used walnut for 
the drawer pulls. 


Overall size: 5%" long x 
5¥2" high x 342" deep 
Wood: Oak, poplar, and walnut 


TOOLS AND MATERIALS 


® Six photocopies of the box pattern 
® Temporary bond spray adhesive 


® #9 reverse-tooth blade for cutting ¥4*-thick stock and 
box profile 


® #5 reverse-tooth blade for cutting 
%"- and Ya"-thick stock 


® Drill or drill press and Me" drill bit 
® Clear packaging tape 

® Mineral spirits 

® Sandpaper, 80, 150, and 220 grit 


© Drum sander or sandpaper wra| around 
wooden dowel a cies 


® Wood glue 

® Clamps and scrap wood blocks 
® Rag, to wipe away excess glue 

® Masking tape 

® Screwdriver 

® Double-sided tape 

® Felt or velvet (optional, for lining) 
® Finish of choice 


STOCK 


® Four pieces 34" x 534" x 6%" for box and 
drawers 


@ One piece Ys" x 534" x 6%" for drawers 


® Three pieces Ve" x 5%" x 614" for drawer fronts and backs 
and box front and back 


® One piece '4" x %6" x 6" for drawer pulls 


ROUND Four-DRAWER Box 


Box pattern 


Make six photocopies 
of the box pattern, 


Pattern dots indicate 
blade entry holes. 


Quick Cuts 
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This box has three drawers, but theyare TOOLS AND MATERIALS 


larger than the drawers for some of the 


other boxes. This box is easy to scroll, 
bei d drahrok f walnut ® Temporary bond spray adhesive 
eing made entirely of poplar with walnu on tooth blade for cutting 


drawer pulls. "-thick stock and box profile 


® #5 reverse-tooth blade for cutting 
%"- and Ya"-thick stock 


® Drill or drill press and Me" drill bit 
® Clear packaging tape 
® Mineral spirits 
® Sandpaper, 80, 150, and 220 grit 
© Drum sander or sandpaper wrapped 
Overall size: 392" long x around wooden dowel 
534" high x 3%" deep * Wood glue 
® Clamps and scrap wood blocks 
® Rag, to wipe away excess glue 
® Masking tape 
® Screwdriver 
® Double-sided tape 
® Felt or velvet (optional, for lining) 
® Finish of choice 


Stock 
® Four pieces 34" x 334" x 614" for box and drawers 
® One piece Yo" x 3%" x 6%" for drawers 


® Three pieces 4" x 334" x 614" for drawer fronts and backs 
and box front and back 


@ One piece 4" x 3%" x 4" for drawer pulls 
vrigt 


® Six photocopies of the box pattern 


Wood: Poplar and walnut 


Chapter 3 @ Making Boxes with Drawers 


TALL Box 


Box pattern 


Make six photocopies 
of the box pattern, 


Pattern dots indicate 
blade entry holes. 


Quick Cuts 
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This is a small box with a uniquely curved TOOLS AND MATERIALS 
outside shape and two drawers that follow 
® Six photocopies of the box pattern 


® Temporary bond spray adhesive 


js F ® #9 reverse-tooth blade for cutting 
wood with a unique smell and a beautiful ¥4"-thick stock and box profile 


the same curves as the outside profile of 
the box. The box is made from sassafras, a 


grain pattern, with a contrasting 
poplar front and back. 
The drawer pulls are 


> 


#5 reverse-tooth blade for cutting 
%4"- and ¥6"-thick stock 


Drill or drill press and Me" drill bit 
Clear packaging tape 

Mineral spirits 

Sandpaper, 80, 150, and 220 grit 


Drum sander or sandpaper wrapped 
around wooden dowel 


Wood glue 

Clamps and scrap wood blocks 
Rag, to wipe away excess glue 
Masking tape 

Screwdriver 

Double-sided tape 

Felt or velvet (optional, for lining) 
Finish of choice 


made from 
walnut. 


eee f¢ ¢@ 
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STOCK 
Overall size: 342" long x ® Four pieces 34" x 4" x 334" for box and drawers 
3%" high x 334" deep @ One piece ¥" x 4" x 3%" for drawers 


Wood: Poplar, sassafras, Three pieces %" x 4" x 3%" for drawer fronts and backs 
and walnut and box front and back 


@ One piece 4" x ¥%6" x 3" for drawer pulls 
Chapter 3 ® Making Boxes with Drawers 


Curves Box 


Box pattern 


Make six photocopies 
of the box pattern, 


Pattern dots indicate 
blade entry holes. 


Quick Cuts 
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This round-shaped box makes a great box 
for storing small items and has contrasting 


wood for the drawer pulls. The 
box is made from alder, the 
box front and back are 
made from poplar, 
and the drawer 
pulls are made from 
walnut. 


Overall size: 544" long x 
4%" high x 3%" deep 
Wood: Alder, poplar, 
and walnut 


Chapter 3 ® Making Boxes with Drawers 


TOOLS AND MATERIALS 


® Six photocopies of the box pattern 
® Temporary bond spray adhesive 


® #9 reverse-tooth blade for cutting 
%4"-thick stock and box profile 


® #5 reverse-tooth blade for cutting 
%"- and Ya"-thick stock 


® Drill or drill press and Me" drill bit 
® Clear packaging tape 

® Mineral spirits 

® Sandpaper, 80, 150, and 220 grit 


© Drum sander or sandpaper wrapped 
around wooden dowel 


® Wood glue 

® Clamps and scrap wood blocks 
® Rag, to wipe away excess glue 

® Masking tape 

® Screwdriver 

® Double-sided tape 

® Felt or velvet (optional, for lining) 
® Finish of choice 


STOCK 


® Four pieces 34" x 442" x 516" for box and drawers 


® One piece Yo" x 44%" x 5%" for drawers 


® Three pieces ¥" x 4%" x 5%" for drawer fronts and backs 


and box front and back 
® One piece ¥%" x 4" x 4" for drawer pulls 


ROUND THREE-DRAWER BOx 


Box pattern 


Make six photocopies 
of the box pattern, 


Pattern dots indicate 
blade entry holes. 


Quick Cuts 
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The shape of this box is more traditional TOOLS AND MATERIALS 


for jewelry boxes. | used two woods—oak 
and maple—to make this box, which are 
® Temporary bond spray adhesive 
harder to cut on a scroll saw than most : 
® #9 reverse-tooth blade for cutting 
woods. Walnut was used for the %"-thick stock and box profile 
drawer pulls. 


® Six photocopies of the box pattern 


> 


#5 reverse-tooth blade for cutting 
%4"- and "thick stock 


Drill or drill press and Me" drill bit 
Clear packaging tape 

Mineral spirits 

Sandpaper, 80, 150, and 220 grit 


Drum sander or sandpaper wrapped 
around wooden dowel 


Wood glue 

Clamps and scrap wood blocks 
Rag, to wipe away excess glue 
Masking tape 

Screwdriver 

Double-sided tape 

Felt or velvet (optional, for lining) 
Finish of choice 


Overall size: 5¥4" long x STOCK 
Ys" 4" dee 

% a an ave" deep ® Four pieces 34" x 3%" x 6" for box and drawers 
x Wood: Maple, oak, and ® One piece 42" x 3%" x 6" for drawers 


walnut @ Three pieces %" x 3%" x 6" for drawer fronts and backs 
and box front and back 


eee ¢ @ 
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@ One piece 4" x ¥%6" x 4" for drawer pulls 
Chapter 3 ® Making Boxes with Drawers 


FLAT-ToP Box 


Box pattern 


Make six photocopies 
of the box pattern, 


Pattern dots indicate 
blade entry holes. 


Quick Cuts 
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MAKING LAMINATED Boxes 


These boxes are the result of my creating a quilt square 
design in a box lid a few years ago, My experiments with 
laminated wood of alternating light and dark colors stacked 
on top of each other produced a checkerboard design. Other 
designs followed: diamond, pie piece, and pinwheel shapes- 
When you stack cut layers of wood on the scroll saw, you 
geta very tight glue joint on the adjacent pieces of wood 
that are cut. By gluing together several checkerboard or 
other designs, you can build box blanks. You can cut out 

a compartment on the box blank, glue on a box bottom 
layer, and you have built your box. Many design shapes are 


possible in addition to the ones that appear in this book. 


Precision pinpoint pattern placement, explained on 
page 4, is a great way to accurately apply patterns right in 
the center of the stock. This technique is especially helpful 
when you are working with laminated stock because it helps 
space the contrasting woods equally within the pattern. | 
usually don’t line the compartments on these boxes since the 
designs on the insides of the boxes are symmetrical. 

All of the boxes in this chapter are made by using 
'a"-thick wood, stack cutting the wood, and gluing up the 
pieces in the appropriate design. Each box is made from six 
laminated layers, The following pages take you through the 


steps of making laminated boxes. 
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This box has fancy-shaped compartments, 
and the checkerboard pattern is perfect from 
the box to the lid. | used poplar and walnut to 
make the checkerboard laminations. 
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Overall size: 512" long x 


2%" high x 4" deep 
Wood: Poplar and walnut 


ELE Chapter 4 @ Making Laminated Boxes 


LAMINATION Quick CuTs 


® Three photocopies of the checkerboard lamination 
pattern on page 59 


® Gluing jig (see page 3) 

® Newspaper, to protect gluing jig surface 
® Six clamping blocks 

® Rag, to wipe away excess glue 


® One photocopy each of the box, lid, and lid 
liner patterns 


® Temporary bond spray adhesive 
® Pencil 
® #5 reverse-tooth blade for cutting ¥2"-thick wood 


® Thick-wood or #12 reverse-tooth blade for cutting 
thick wood 


® Drill or drill press and 44" drill bit 
® Double-sided tape 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
© Belt sander (optional) 

® Wood glue 

@ Three screw clamps 

® Masking tape 

® Felt or velvet (optional, for lining) 
@ Finish of choice 


CHECKERBOARD OVAL Box 


Box pattern 


Make one photocopy 
of the box pattern, 


Pattern dots indicate 
blade entry holes. 


Enlarge pattern 110% 


Lid pattern 


Make one photocopy 
of the lid pattern, 


Enlarge pattern 110% 
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Quick Cuts 


Box 
® Glue three ¥2"x 4" x 612" 


laminated layers together, 
arranging layers in checkerboard 
design on sides. 


@ Adhere box pattern to stock, 
using pin to center pattern. 
® Drill two holes as indicated 
‘on pattern. 
Cut out both compartments. 
® For box bottom, glue one 
2" x 4" x 6%" laminated layer 
to the box, arranging layer in 
checkerboard design. 


Chapter 4 @ Making Laminated Boxes 


Lid liner pattern 


Make one photocopy of the 
lid liner pattern. 


Enlarge pattern 110% 


Lip 
® Apply pattern to stock. 


® Cut around the pattern line 
for lid. 


Lip LINERS 


® Use pin to center pattern 
‘on stock. 


® Cut lid liners on pattern lines. 


® Place lid liners into box 
compartments. 


@ Place lid on top of box, arranged 
in checkerboard design. 


Turn box over and remove box 
from lid. 


® Glue liners in place. 
® Clamp with spring-type clamps. 


CHECKERBOARD OVAL Box 


Checkerboard lamination pattern 


Make three photocopies of the 
lamination pattern. 


Enlarge pattern 110% 


LAMINATION Quick CuTs 
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Glue up four pieces of 2" x 1" x 13" wood on the gluing jig, 
alternating light and dark woods. Protect the gluing jig surface 
with newspaper. Use clamping blocks and leave the wood 
clamped in the jig for one hour. Then, use a rag to wipe up 
glue squeeze-out, Do two more glue-ups, and let the glue dry 
on all three pieces, 


Use double-sided tape to adhere two ¥2" x 4” x 62" laminated 
pieces of wood stacked together, Alternate the two pieces of 
wood so that light and dark wood laminations are adhered 
together. You'll have three stacks, each with two layers. 


Separate the pieces numbered 1 through 6, alternating pieces 
to make checkerboard laminations. Keep all six pieces in 
numerical order (from 1 to 6). Next, use a pencil to mark the 
pieces in numerical order. 


Chapter 4 @ Making Laminated Boxes 


Take the newspaper off your three laminated pieces of wood, 
Use a #5 reverse-tooth blade to cut the three pieces of wood 
in half to yield six 642" pieces of wood, Then, use 80-grit 
sandpaper to sand off the dried glue and newspaper from the 
six 642" pieces of wood, 


Adhere a checkerboard lamination pattern to the stacked 
pieces of wood. Cover the pattern with clear packaging tape. 
Then, use a #12 reverse-tooth blade to make five cuts along 
pattern lines on each of the three stacks. 


Remove the tape and patterns. Use a piece of folded 
sandpaper to sand off the wood fuzzies. Remove any sawdust. 


CHECKERBOARD OVAL Box 


Use the gluing Jig to glue up six pieces of wood to make a Use a belt sander to sand the six laminations smooth and flat. 
checkerboard design. Protect the jig surface with newspaper, If you don't have a belt sander, you can hand sand the pieces 
and clean up glue squeeze-out with a rag. Leave the wood with 80-grit sandpaper. 


clamped for one hour. Then, glue up the remaining five 
laminations, and let the glue dry. 


Glue up three layers, arranging the edge pattern ina Spray the back of the box pattern with spray adhesive. Use the 
checkerboard design, Clamp the three layers together, and let _ precision pinpoint pattern placement technique to center the 
the glue dry. pattern on the stock (see page 4 for more information). Cover 


the pattern with clear packaging tape. 


Drill two 4" blade entry holes where indicated on pattern.Cut Use a piece of folded sandpaper to sand the wood fuzzies 

out the two compartments, following pattern lines. from the bottom of the box. Apply glue to the box bottom. 
Then, place a layer of laminated wood on the glued surface, 
arranging the layer in a checkerboard design. 
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Use masking tape to temporarily hold the box bottom in place Clamp the box bottom onto the box. Let the glue dry. 
on the box. 
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Adhere the lid pattern to a laminated wood layer. Next, center Adhere the lid liner pattern to another laminated wood layer. 


the pattern on the stock with a pin as you did in Step 10, and Next, center the lid liner pattern as you did the previous step, 
cover the pattern with clear tape. Then, use a #5 reverse-tooth and cover the pattern with clear tape. Then, use a #5 reverse- 
blade to cut out the lid, following the pattern line. tooth blade to cut out two lid liners, following pattern lines, 


Cut the outside profile of the box, following the pattern line. Remove the lid liner patterns. Place the lid liners into the 
Remove the box pattern. box compartments. 


Chapter 4 @ Making Laminated Boxes 


CHECKERBOARD OVAL Box 


Remove the lid pattern. Place the lid onto the top of the box Turn the box upside down, and remove the box from the lid. 
matching the checkerboard design. Glue the lid liners in this position, testing the box for fit over 
the lid liners. 


Use spring-type clamps to clamp the lid liners onto the lid, and 
let the glue dry. Sand the box and lid smooth; then, apply a 
finish of your choice. 
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This box has horseshoe-shaped 
compartments that are very 
symmetrical when cut on a scroll saw. 
Pattern placement using a pin is important 
to make both horseshoe compartments 
symmetrical using poplar and walnut. 


= 


Pa 


Overall size: 6" long x 
244" high x 4" deep 
Wood: Poplar and 


walnut 


Chapter 4 @ Making Laminated Boxes 


TOOLS AND MATERIALS 


® Three photocopies of the checkerboard lamination 
pattern on page 59 


® Gluing jig (see page 3) 

® Newspaper, to protect gluing jig surface 
® Six clamping blocks 

® Rag, to wipe away excess glue 


® One photocopy each of the box, lid, and lid 
liner patterns 


® Temporary bond spray adhesive 
@ Pencil 
® #5 reverse-tooth blade for cutting ¥2"-thick wood 


® Thick-wood or #12 reverse-tooth blade for cutting 
thick wood 


© Drill or drill press and %" drill bit 
® Double-sided tape 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
© Belt sander (optional) 

® Wood glue 

® Three screw clamps 

® Masking tape 

® Felt or velvet (optional, for lining) 
@ Finish of choice 


STOCK 


® Six pleces ¥"x 1"x 13" 
light-colored wood for 
box laminations 


© 


Six pieces Y2"x 1"x 13" 

dark-colored wood for 

box laminations 

® Four pieces "x 4" x 642" 
laminated wood for box 
and box bottom 

® One piece "x 4" x 6%" 
laminated wood for lid 

® One piece ¥2" x 4" x 6%" 

laminated wood for 

lid liners 


Box pattern 


Make one photocopy 
of the box pattern. 


Pattern dots indicate 
blade entry holes. 


Enlarge pattern 110% 
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Lid pattern 


Make one photocopy 
of the lid pattern. 


Enlarge pattern 110% 
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CHECKERBOARD HORSESHOE BOX 


Lid liner pattern 


of the lid liner pattern. 


Enlarge pattern 110% 


Quick Cuts 
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This box shows that you can make a box TOOLS AND MATERIALS 
from shapes other than a checkerboard. 
Made from poplar and walnut, the 


® Three photocopies of the diamond lamination 
pattern on page 71 
diamond-shaped laminations are easy © Gluing jig (see page 3) 


to cut ona scroll saw. ® Newspaper, to protect gluing jig surface 


® Six clamping blocks 
® Rag, to wipe away excess glue 


® One photocopy each of the box, lid, and lid 
liner patterns 


® Temporary bond spray adhesive 
® Pencil 
® #5 reverse-tooth blade for cutting ¥2"-thick wood 


© Thick-wood or #12 reverse-tooth blade for cutting 
thick wood 


© Drill or drill press and %" drill bit 
® Double-sided tape 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
© Belt sander (optional) 

® Wood glue 

® Three screw clamps 

Overall size: 6%" long x ® Masking tape 


2%" high x 4" deep ® Felt or velvet (optional, for lining) 
Wood: Poplar and @ Finish of choice 
walnut 


Chapter 4 @ Making Laminated Boxes 


DIAMOND Box 


Make one photocopy 
of the box pattern, 


Pattern dots indicate 
blade entry holes, 


Enlarge pattern 110% 


Lid pattern 
Make one photacopy 
of the lid pattern. 


Enlarge pattern 110% 
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Chapter 4 @ Making Laminated Boxes 


Quick Cuts 


Box 

® Glue three ¥2"x 4" x 7%" 
laminated layers together, 
arranging layers in diamond 
design on sides. 

® Adhere box pattern to stock, 
using pin to center pattern. 

® Drill two %" holes as indicated 
on pattern. 

Cut out both compartments. 

For box bottom, glue one 
a" x 4" x 7¥4" laminated layer 
to box, arranging layer in 
diamond design. 


Lid liner pattern 


Make one photocopy of the 
lid liner pattern. 


Enlarge pattern 110% 


Lip 


® Use pin to center pattern 
on stock, 


Cut lid on pattern line. 


Lip LINERS 


® Use pin to center pattern on 
stock. 


® Cut lid liners on pattern lines. 


® Place lid liners into 
box compartments. 


® Place lid on top of box, arranged 
in diamond design. 


® Turn box over and remove box 
from lid. 


® Glue lid liners in place. 
® Clamp with spring-type clamps. 


DIAMOND Box 


Diamond lamination pattern 


Make three photocopies of the 
lamination pattern, 


Enlarge pattern 110% 


LAMINATION Quick CuTs 
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WOOL Boy 


This box shows that you can make a box TOOLS AND MATERIALS 


with laminations of any size. | used four ® Three photocopies of the four woods lamination 
different woods—ash, cherry, oak, and pattern on page 75 


, poplar—for a contrasting woods box. 


SAXOq GALVNIWV]T ONIIVIA 


Gluing jig (see page 3) 
Newspaper, to protect gluing jig surface 


o 

° 

® Six clamping blocks 

® Rag, to wipe away excess glue 
2 


One photocopy each of the box, lid, and lid 
liner patterns 


Temporary bond spray adhesive 
Pencil 
#5 reverse-tooth blade for cutting ¥2"-thick wood 


?e-?¢c ¢ 


Thick-wood or #12 reverse-tooth blade for cutting thick 
wood 


Drill or drill press and %" drill bit 
Double-sided tape 

Clear packaging tape 
Sandpaper, 80, 150, and 220 grit 
Belt sander (optional) 

Wood glue 


Three screw clamps 
Overall size: 744" long x Masking tape 
22" high x 4" deep 
Wood: Ash, cherry, oak, 
and poplar 


Felt or velvet (optional, for lining) 


ee ff © O&O @ 


Finish of choice 
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Four Woops Box 


Box pattern Make one photocopy of the box patter. Pattern dots indicate blade entry holes. Enlarge pattern 110% 


Lid pattern 


Make one parca 
of the lid pattern. 


Enlarge pattern 110% 
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Lid liner pattern 


Make one photocopy of the 
lid liner pattern. 


Enlarge pattern 110% 
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Quick Cuts 
Box Lip 
@ Glue three 4" x 4" x 844" ® Use pin to center pattern 
laminated layers together, on stock. 
arranging the layers in checker- e 
Boat testes on de skies Cut lid on pattern line. 
@ Adhere box pattern to stock Lip LINERS 
using pin to center pattern. AG 
© Drill three %" holes as indicated pee oh seen 
on pattern. + lid S h 
Cut out compartments. a i a ie pattern lines. 
® For box bottom, glue one weet bt hues 
Ya" x 4" x 8%" laminated layer Box comparunents: 
to box, arranging layer in ® Place lid on top of box, arranged 
checkerboard design. in checkerboard design. 
® Turn box over and remove box 
from lid. 


® Glue lid liners in place. 
® Clamp with spring-type clamps. 


Chapter 4 @ Making Laminated Boxes 


Four Woops Box 


Four woods lamination 
pattern 


Make three photocopies of the 
lamination pattern, 


Enlarge pattern 110% 


LAMINATION Quick CuTs 
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This round box has a pinwheel-shaped lid TOOLS AND MATERIALS 


pattern and a checkerboard box profile on 


the sides. Pattern placement using a pin is ® Eight photocopies of the pinwheel lamination pattern 


on page 79 (Note: Lamination pattern doubles as box 
important for this box made from poplar lid pattern.) 


and walnut. ® Gluing jig (see page 3) 

® Newspaper, to protect gluing jig surface 
® Six clamping blocks 

® Rag, to wipe away excess glue 


® One photocopy each of the box, lid, and lid 
liner patterns 


® Temporary bond spray adhesive 

® Pencil 

© #5 reverse-tooth blade for cutting ¥2"-thick wood 
® Thick-wood or #12 reverse-tooth blade for cutting 


Overall size: 5" long x thick wood 
2%" high x 5" deep © Drill or drill press and %4" drill bit 
Wood: Poplar and walnut ® Double-sided tape 


® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
@ Belt sander (optional) 

®@ Wood glue 

® Three screw clamps 

® Masking tape 

® Felt or velvet (optional, for lining) 
® Finish of choice 


Chapter 4 @ Making Laminated Boxes 


STOCK 

@ Three pieces 4" x 5%" x 5%" 
light-colored wood 

® Three pieces 4" x 5%" x 5%" 
dark-colored wood 

® Four pieces "x 5"x 5" 
laminated wood for box and 
box bottom 

® One piece 4" x 5" x 5" for lid 

@ One piece 12" x 512" x 5%" 
laminated wood for lid liners 


Box pattern 


Make one photocopy 
of the box pattern. 


Pattern dots indicate 
blade entry holes. 


Enlarge pattern 110% 
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Lid liner pattern 


Make one photocopy of the 
lid liner pattern. 


Enlarge pattern 110% 
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Chapter 4 @ Making Laminated Boxes 


® For box bottom, glue one 
%"x 5" x 5* laminated layer onto 
the box, arranging pinwheel 
direction the same as other layers 
and arranging box bottom in 
checkerboard design. 


Quick Cuts 

Box Lip LINERS 

Glue three "x 5"x 5"laminated  @ Use pin to center pattern on 
layers together, arranging Va" x 5¥4" x 5¥4" stock, arranging 
pinwheel direction the same for pinwheel direction the same as 
all layers and arranging layers in other layers. 
checkerboard design. Cut lid liners on pattern lines. 

® Adhere box pattern to stock, Place lid liners into box 
using pin to center pattern. compartments. 

Drill two 1s" holes as indicated @ Place lid on top of box, arranging 
on pattem. pinwheel direction the same as 

® Cut out compartments. other layers and arranging lid in 

checkerboard design. 


® Turn box over and remove box 
from lid. 


® Glue lid liners in place. 
® Clamp with spring-type clamps. 


PINWHEEL Box 


Pinwheel lamination pattern 


Make three photocopies of the 
lamination pattern, 
Enlarge pattern 110% 


LAMINATION Quick CuTs 
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| made this round box from pie-piece- 
shaped laminations, and the box sides 
have a checkerboard profile. | used poplar 
and walnut to make this box. 


Overall size: 5" long x 
2%" high x 5" deep 
Wood: Poplar and walnut 


Chapter 4 @ Making Laminated Boxes 


TOOLS AND MATERIALS 


® Eight photocopies of the pie segment lamination 
pattern on page 83 (Note: Lamination pattern also 
doubles as lid pattern.) 


® Gluing jig (see page 3) 

® Newspaper, to protect gluing jig surface 
® Six clamping blocks 

® Rag, to wipe away excess glue 


® One photocopy each of the box, lid, and lid 
liner patterns 


® Temporary bond spray adhesive 
® Pencil 
© #5 reverse-tooth blade for cutting ¥"-thick wood 


® Thick-wood or #12 reverse-tooth blade for cutting 
thick wood 


© Drill or drill press and ¥e" drill bit 
® Double-sided tape 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
@ Belt sander (optional) 

®@ Wood glue 

® Three screw clamps 

® Masking tape 

© Felt or velvet (optional, for lining) 
® Finish of choice 


Stock 

Three pieces ¥2" x 55" x 51s" 
light-colored wood 

® Three pieces 2" x 5%" x 514" 
dark-colored wood 

® Four pieces ¥2"x 5"x 5" 
laminated wood for box and 
box bottom 

One piece ¥2" x 5"x 5" for lid 

@ One piece 2" x 512" x 512" 
laminated wood for lid liner 


Pie SEGMENT Box 


Box pattern 


Make one photocopy 
of the box pattern. 


Pattern dots indicate 
blade entry holes, 


Enlarge pattern 110% 
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Chapter 4 @ Making Laminated Boxes 


Quick Cuts 


Box 

® Glue three 4" x 5" x 5" laminated 
layers together, arranging layers in 
checkerboard design. 

® Adhere box pattern to stock, using pin 
to center pattern, 

® Drill two %" holes as indicated 
‘on pattern. 

® Cut out compartments. 

® For box bottom, glue one ¥" x 5" x 5" 


laminated layer to box, arranging box 
bottom in checkerboard design. 


Lid liner pattern 


Make one photocopy of the 
lid liner pattern. 


Enlarge pattern 110% 


Lip LINERS 


® Use a pin to center pattern on 
Ya" x 5¥2" x 5¥2" stock. 


Cut lid liners on pattern lines, 


® Place lid liners into 
box compartments, 


® Place lid on top of box, arranging lid in 
checkerboard design. 


@ Turn box over and remove box 
from lid. 


@ Glue lid liners in place. 
® Clamp with spring-type clamps. 


PiE SEGMENT BOX 


Pie segment lamination pattern 
Make three photocopies of the 


CS) 


Enlarge pattern 110% 
LAMINATION QuICK CuTS 
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MAKING Boxes WITH Box JOINTS 


Box joints are an old technique of joining box sides together. 


These joints have been cut by hand, table saw, band saw, 
router, and even on the scroll saw. With a little practice, box 
joints are easy to cut on your scroll saw. There is very little 
wasted wood when making a box using box joints, so you 
can use more expensive woods. 


All of the boxes in this chapter are made using box 


joints. The box bottoms are simply glued onto the box sides. 


Two of the boxes use wooden hinges that are designed to 
hold the lid in an open position, Wooden dowels are used 
for the hinge pins. 

As with anything new, | recommend that you use some 
scrap wood to practice making hinges and box joints before 


trying it on the good wood for your box. 
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This box is great for storing those small 
items used in knitting projects. Made from 
poplar, the box uses wooden hinges that 
you make on your scroll saw. 


Overall size: 642" long x 
234" high x 5" deep 
Wood: Poplar 


BG Chapter 5 @ Making Boxes with Box Joints 


TOOLS AND MATERIALS 


® Two photocopies of the box sides patterns and one 
photocopy of the lid and lid edge pattern 


® Two hinges (see pages 92-93) 
® #5 reverse-tooth blade for cutting box, lid, and edges 
® Temporary bond spray adhesive 
® Gluing jig (see page 3) 
® Newspaper, to protect gluing jig surface 
® Wood glue and toothpick 
Rag, to wipe away excess glue 
Belt sander (optional) 


e 

eo 

® Pencil and square 
® Sharp blade 

© Clamps 

© Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
© Felt or velvet (optional, for lining) 


® Finish of choice 


STOCK 

® Two pieces Va" x 2" x 414" for box 

® Two pieces 44" x 2" x 644" for box 

® One piece %" x 4" x 6" for lid 

® Two pieces ¥4" x ¥" x 444" for lid edges A and C 
® Two pieces ¥4" x 4" x 644" for lid edges B and D 
@ One piece 14" x 4%" x 6%" for box bottom 


KNITTING Box 


Box sides patterns 


Make two photocopies 
of each pattern, 


bo 


Left Hinge Slot Right Hinge Slot 


Front and Back 


sx anoway 


saul) Wayed yds 


Split pattern lines 


Remove Xs 


Tails 
Right and Left 


Leave pattern lines 


Remove Xs 


Quick Cuts 
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Lid and lid edge pattern 


Make one photocopy of the 
lid and lid edge pattern. 


Enlarge pattern 110% 


Right Hinge Slot Left Hinge Slot 
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Wood grain direction 
AA 


Finger Lift Slot 


x 
Lid Edge c 
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KNITTING Box 


Make two wooden hinges using the instructions on 
pages 92 and 93. 


Adhere the box sides patterns to the four box sides. Take one 
of the pins sides and place one of the hinges on the right 
hinge slot with the double hinge barrels down. Next, use a 
sharp blade to make a small cut on both sides of the hinge. 
You will use these cuts to accurately cut out the hinge slots. 
Mark the hinge with an R. Then, use the other hinge to make 
cuts on the left hinge slot and mark that hinge with an L. 


Cut the right hinge slot to the pattern line, keeping your blade 
between the X and your blade cuts, Next, make a 90-degree 
turn at the hinge slot bottom and cut along the pattern line, Try 
your R hinge for fit and widen the slot if necessary on the scroll 
saw. Cut the left hinge slot and test fit the L hinge. The other 
pins pattern will be the box front and will not have hinge slots. 


Remove the patterns. Dry fit all four sides. If any joints don't fit 
all the way, widen those joints slightly on the scroll saw. Make 
sure the side with hinge slots is in back with L at the left and R 
at the right, as shown in the photo. 


Cut out the Xs on the four box sides, Do not cut any hinge slot 
Xs on the pins pattern, Make two cuts on the sides of the X; 
Then, make a 90-degree turn and cut along the pattern line 
to finish the cut. Follow pins and tails instructions on splitting 
and leaving pattern lines. 


Puddle a small amount of wood glue on a piece of paper. 
Then, use a toothpick to spread glue in all box joints. Next, 
glue the four sides together against a square. Check to 
ensure that the box is glued square. Then, clean up the 
glue squeeze-out inside the box. 
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Use clamps and scrap wood clamping blocks to clamp the 
sides together, Let the glue dry. 


Cut lid edges B and D flush with the lid. 


Adhere the lid edge A pattern to a lid edge stock piece of wood. 
Next, use a sharp blade to mark where hinges L and R fit into the 
right and left hinge slots with the single hinge barrel. Cut out 
both hinge slots and dry test fit both hinges. Then, use a pencil 
to mark the right and left hinge slots. Remove the pattern. 


Chapter 5 @ Making Boxes with Box Joints 


Make a gluing jig using the instructions in Chapter One, 
“Box-Making Basics,” on page 3. Glue lid edges B and D onto 
the lid, letting the lid edges overhang the lid. Check the 
wood grain direction. Then, clamp the lid edges onto the 
lid, Clean up the glue squeeze-out and leave clamped for 
two hours. 


Use a belt sander to sand lid edges B and D flush with the lid. 


Adhere the lid edge C pattern to a lid edge stock piece of 
wood. Cut out the X, and remove the pattern. 


KNITTING Box 


Measure and mark a line half the distance between lid edges 
B and D on both ends of the lid. On lid edge A, mark a line 
half the distance between the right and left hinge slots. On 
lid edge C, mark a line half the distance of the finger lift slot 
width. Use the gluing jig to glue and clamp lid edges A and C 
onto the lid, following the lines to align the pieces. 


Put a layer of glue on the four box edges opposite the hinge 
slots. Place the glued surface on the box bottom piece of 
wood so that there is approximately %" overhang on the four 
sides. Clamp the box bottom to the box sides. 


Cut off the overhanging lid edges. Sand the box and lidonthe — Glue the hinges into the box and lid hinge slots. Then, apply 
belt sander, You will be sanding the box bottom flush withthe _ the finish of your choice. 

box sides at this point. Then, sand off the pencil marks on the 

inside of the lid. 
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MAKING WOODEN HINGES 


iV TOOLS AND MATERIALS 


@ Two photocopies of the hinge pattern STOCK 

® #5 reverse-tooth blade for cutting hinge @ One piece %4* x 1" x 5" hinge blank for two hinges 
® #9 reverse-tooth blade for cutting hinge ® One piece %#" x 242" wooden dowel for two hinges 
® Glue stick 


® Drill or drill press and 6" and %a" drill bits 
® Nail to test fit hinge 


® Sandpaper, 220 grit 
® Wood glue 


Use a glue stick to adhere the right view hinge patterns tothe —_ Use a #9 reverse-tooth blade to cut out the profile of the hinge 
hinge blank, Drill two %"-diameter holes all the way through on the scroll saw. 
the hinge blank as marked on the patterns. 


Adhere the top view pattern to the hinge blank. Use a #5 Mark one of the two hinge barrels on side A with an X. Use a 
reverse-tooth blade to cut out the hinge barrels along the %a"-diameter drill bit to enlarge the hinge-pin hole on that 
pattern lines. side only. Do not enlarge the hinge-pin hole in the other hinge 


barrel on side A. Enlarge the hinge-pin hole in side B. 


oO 
N 


Chapter 5 @ Making Boxes with Box Joints 


MAKING WOODEN HINGES 


Use a #5 reverse-tooth blade to separate the hinge halves, Dry assemble the hinge, using the hinge assembly diagram 

following pattern lines. as a guide, Use a nail that fits loosely through the holes to 
check that the hinge opens freely and doesn't catch or bind 
at any point. 


Mark any places where the hinges bind. Sand those areas until Assemble the hinges using a 4s" wooden dowel, referring to 

the hinge opens freely. Then, sand any wood fuzzies off the the assembly diagram. Insert the dowel through the hinge 

hinge halves. barrel marked with an X, and glue the dowel in place using 
wood glue. Trim off any overhanging dowel with the scroll saw 
and sand the area smooth. 


Hinge Pattern Make two photocopies of the hinge pattern. 


Hinge Pin Holes Sy 


Piece will 
be separated Ee eee ee ans DeeeeE nee ioe 
to make two 

halvesof —~ » __ 
finished hinge 


Hinge 
Assembly 
Diagram 


The assembled hinge. Hinge Pin Holes eT 


Top View Right View 
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This box is sized to hold and store recipe TOOLS AND MATERIALS 


ill f 
cards and will make an easy project for ® Two photocopies of the box sides patterns and one 


your kitchen, | used basswood to make photocopy of the lid and lid edge pattern 

the box, and the wooden hinges hold the @ Two hinges (see pages 92-93) 

lid open, allowing you to hold a recipe @ #5 reverse-tooth blade for cutting box, lid, and edges 
card on the inside of the lid. @ Temporary bond spray adhesive 


® Gluing jig (see page 3) 
® Newspaper, to protect gluing jig surface 
® Wood glue and toothpick 
© Rag, to wipe away excess glue 
= © Belt sander (optional) 

® Pencil and square 

| ® Sharp blade 

| © Clamps 
® Clear packaging tape 
® Sandpaper, 80, 150, and 220 grit 
© Felt or velvet (optional, for lining) 
® Finish of choice 


STocK 

® Four pieces 4" x 4" x 544" for box sides 

® One piece 4" x 544" x 5%" for lid 
Overall size: 5%" long x ® Two pieces ¥4"x 44" x 6" for lid edges A and C 
4%" high x 544" deep @ Two pieces ¥4"x ¥2" x 514" for lid edges B and D 
Wood: Basswood ® One piece 14" x 6" x 6" for box bottom 
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Left Right 
Hinge Slot Hinge Slot 


Pins 
Front and Back 


Split pattern lines 


Tails 
Left and Right 


y 
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Quick Cuts 


Box Lip 
@ Adhere box sides patterns to stock, @ Glue lid edge B and lid edge D to lid. 
Cut out left and right hinge slots. Trim lid edge B and lid edge D flush 
‘® Cut out Xs on box sides. with lid. 
© Glue up box sides. ® Adhere lid edge A pattern to stock 
® Cut out Xs for right and left 
hinge slots. 
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Box sides 
pattern 


Make two 


photocopies of 
each pattern. 


Enlarge pattern 110% 
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® Adhere lid edge C pattern to stock. 
Cut out X for finger lift slot. 

@ Glue lid edge A and lid edge C to lid. 
® Glue box bottom to box sides. 

@ Glue hinges onto box and lid. 


Copyrighted material 


RECIPE Box 


= | eee 
Hinge Slot Lid Edge A Hinge Slot 

z Make one photocopy 

of the lid and lid 

edge pattern. 


Enlarge pattern 110% 


Wood grain direction 
A 


Finger Lift Slot 


x 
Remove X 
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The tissue box cover fits over a standard TOOLS AND MATERIALS 


tissue box and will be a good project to ® Two photocopies of the box sides patterns 


make for the bathroom. | used ash and one photocopy of the lid and lid edge 
to make this box, which is pattern 
easy to cut on your ® #5 reverse-tooth blade for cutting box, lid, 
id ed 
scroll saw. bese 


® Temporary bond spray adhesive 

© Drill or drill press and Mo" drill bit 

® Gluing jig (see page 3) 

® Newspaper, to protect gluing jig surface 
® Wood glue and toothpick 


© Rag, to wipe away excess glue 
© Belt sander (optional) 
® Pencil and square 


® Clamps 

~ ; ® Clear packaging tape 

~ ; ® Sandpaper, 80, 150, and 220 grit 
~ ® Felt or velvet (optional, for lining) 
. — . t @ Finish of choice 
™~'\ > Overall size: 542" long x STOCK 
= ~~. 5¥2" high x 5%" deep ® Four pieces ¥4" x 5¥4" x 515" for box sides 
ig 1 Wood: Ash @ One piece %4" x 5%" x 5%4" for box top 
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TISSUE Box COVER 


Box-Making Projects forthe Scrollsaw 99 


Box sides pattern — pins 


Make two photocopies of 
the pins pattern, 
Pins Enlarge pattern 110% 
= Front and Back 
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Quick Cuts 
Box Top 
@ Adhere box sides patterns to @ Adhere box top pattern to 
stock for box. stock for box top. 
@ Cut out waste area Xs. Drill 40" blade entry hole. 
Glue box sides together. Cut out oval. 
® Glue box top to sides. 


Chapter 5 @ Making Boxes with Box Joints Copyrighted material 


TissuE Box COVER 


Box sides 

pattern - tails 

Make two photocopies of 

Tails the tails pattern. 

Left and Right Enlarge pattern 110% 
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Leave pattern lines 


Remove Xs 


Box pattern -top 


Make one photocopy 
of the top pattern, 


Pattern dots indicate 
blade entry holes, 


Enlarge pattern 110% 
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Your office at home or work probably 


needs a paper clip box, which is a very 
small project that you can make on 
your scroll saw. This box is made 

from butternut. 


Overall size: 3" long x 
2%" high x 3" deep 
Wood: Butternut 


Chapter 5 @ Making Boxes with Box Joints 


TOOLS AND MATERIALS 


® Two photocopies of the box sides patterns 
@ #5 reverse-tooth blade for cutting box 
® Temporary bond spray adhesive 

® Gluing jig (see page 3) 

® Newspaper, to protect gluing jig surface 
® Wood glue and toothpick 

® Rag, to wipe away excess glue 

© Belt sander (optional) 

® Pencil and square 

® Clamps 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 

© Felt or velvet (optional, for lining) 

@ Finish of choice 


STOCK 
@ Four pieces %" x 3" x 2's" for box 
® One piece 14" x 346" x 346" for box bottom 


PAPER CLIP Box 


Box sides patterns 


Make two photocopies 
of each pattern, 


Cut out slots Cut out slots 


Tails Pins 
Remove Xs Remove Xs 
Leave pattern lines Split pattern lines 


Quick Cuts 
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This pencil and pen box can be used 
anywhere that you have pencils and pens 
or other small office-type items. This box 
is made from butternut. 


Overall size: 3" long x 
334" high x 3" deep 
Wood: Butternut 


Chapter 5 ® Making Boxes with Box Joints 


TOOLS AND MATERIALS 


® Two photocopies of the box sides patterns 
® #5 reverse-tooth blade for cutting box 
® Temporary bond spray adhesive 

® Gluing jig (see page 3) 

® Newspaper, to protect gluing jig surface 
® Wood glue 

® Toothpick 

© Rag, to wipe away excess glue 

® Belt sander (optional) 

® Pencil and square 

® Clamps 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 

® Felt or velvet (optional, for lining) 

® Finish of choice 


STOCK 
® Four pieces %4" x 3" x 3%" for box 
® One piece ¥4" x 3%" x 346" for box bottom 


PENCIL AND PEN Box 


Box sides patterns 


Make two photocopies 
of each pattern, 


Tails Pins 
Remove Xs Remove Xs 
Leave pattern lines Split pattern lines 


Quick Cuts 
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Standard-size notepads will fit inside this TOOLS AND MATERIALS 


box that will find a place in your home or 


; ® Two photocopies of the box sides patterns 
office. Butternut was used to make this box. 


® #5 reverse-tooth blade for cutting box 
® Temporary bond spray adhesive 

® Gluing jig (see page 3) 

Newspaper, to protect gluing jig surface 
® Wood glue and toothpick 

® Rag, to wipe away excess glue 

® Belt sander (optional) 

® Pencil and square 


® Clamps 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
® Felt or velvet (optional, for lining) 
@ Finish of choice 


Stock 
® Four pieces 4" x 3%" x 4%" for box 
® One piece 4" x 5" x 5" for box bottom 


Overall size: 444" long x 
3%" high x 434" deep 
Wood: Butternut 
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NOTEPAD Box 


Box sides patterns Remove Xs 
Make two photocopies Split pattern lines 
of each pattern, 


Remove Xs 
Split pattern lines 


Quick Cuts 


Remove Xs 
Leave pattern lines 


Remove Xs 
Leave pattem lines 
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MAKING JEWELRY BOXES 


These small, medium, and large boxes are designed to hold 
jewelry and include compartments, dividers, ring trays, and 
pierced earring holders. The boxes with compartments, 
dividers, and ring trays can be easily lined in felt. 

The dividers for the drawers are made from the waste 
wood that you cut out when making the drawers. Ring trays 
can be made from four pieces of \"-thick wood and are 
designed to be lined in felt that you can easily buy at craft 


supply stores. Pierced earring holders are made by gluing up 


‘4"-thick wood and drilling ie"-diameter holes to hold the 
earrings. There are several designs for drawer pulls that can 
be cut on your scroll saw; select the ones you want from the 
drawer pulls patterns on page 114. 

The step-by-step instructions for the Jewelry Chest on 
pages 110-118 show how to make jewelry boxes with com- 
partments, dividers, ring trays, and pierced earring holders. 


These boxes will show off your skills using the scroll saw. 


Seg oe 
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This jewelry chest is made for holding 
jewelry in a medium-sized box. The box is 
made from maple and walnut, with fancy 


Overall size: 9" long x 
6%" high x 4%" deep 
Wood: Maple and walnut 


Chapter 6 @ Making Jewelry Boxes 


TOOLS AND MATERIALS 


walnut drawer pulls made on a scroll saw. 


® Seven photocopies of the box pattern 


® One photocopy each of the ring tray, pierced earring 
holder, and drawer divider patterns 


#5 reverse-tooth blade for box front and back and drawer pulls 
#9 reverse-tooth blade for ring tray, box, and drawers 
Temporary bond spray adhesive and glue stick 

Gluing jig (see page 3) 

Newspaper, to protect gluing jig surface 


Drill or drill press and Ms"-diameter drill bit 


ef ff &@ O@ @ 


Wood glue and rag to wipe away excess glue 

® Drum sander or sandpaper wrapped around wooden dowel 
* Clamps 

@ Double-sided tape 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 

© Felt or velvet (optional, for lining) 

® Finish of choice 


STocK 

® Three pieces '4" x 114" x 699" for earring holder 

© Two pieces 4" x Ye" x 614" for earring holder 

® Two pieces '4"x 1" x 6's" for earring holder 

© Four pieces 34" x 114" x 344" for ring tray 

@ Five pieces 4" x 612" x 9" for jewelry chest 

@ One piece 14" x 644" x 9° for drawers 

® Three pieces 4" x 649" x 9" for box and drawer fronts and backs 


® %" and '4" stock, depending on drawer pull size 


JEWELRY CHEST 


Box pattern 


Make seven photocopies of the box pattern. 
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Pierced earring 
holder pattern 


Make one photocopy of the pierced 
earring holder pattern. 


Pattern dots indicate earring holes. 


= 
> 
Z 
Zz 
a 
— 
mm 
€ 
tt 
sal 
Vs) 
re 
cy 
ie} 
* 
mm 
i] 


Chapter 6 @ Making Jewelry Boxes 


JEWELRY CHEST 


Drawer divider pattern 


Make one photocopy of the drawer 
divider pattern. 


Apply pattern to stock and 
cut out six compartments. 


Ring tray pattern 


Make one photocopy 
of the ring tray pattern, 


Note: The waste pieces 
from the pierced earring 
drawer make one ring tray. 
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Chapter 6 @ Making Jewelry Boxes 


| 


Quick Cuts 


Box 

® Apply five patterns to five 
%" x 6¥2" x 9" stock pieces 
and cut out drawers. 


® Glue five %" layers together 
for box. 


® Adhere two pieces 14" x 6%" x 9" 
stock and cut box profile. 

® Separate stack and add last 
%"x 6%" x 9" piece to stack 
with pattern. 

® Cut out the three drawers 
from the last pieces of 
%" x 6%" x 9" stock. 

® Glue box front and back to box. 

® Apply one pattern to 14" stock 
and cut out drawers. 


@ Glue four %4"-thick layers and one 


¥e"-thick layer together 
for drawers. 


Drawer pulls 
pattern 


Make photocopies 
to match number of 
drawer pulls needed. 


Enlarge pattern 110% 


® Glue drawer fronts and backs 
to drawers. 


® Create divider blank, adhere pat- 
tern, and cut out compartments. 


®@ Adhere ring tray patterns to four 
pieces 34" x 114" x 336" stock and 
cut out patterns. 


Glue ring tray layers together. 
® Apply felt to ring tray holder, 


@ Glue together earring holder and 
drill holes marker on pattern. 


DRAWER PULLS 


® Apply pattern to stock for 
number of drawer pulls needed. 

Tilt scroll saw table 10 degrees, 
right side down. 


® Cut out drawer pulls, following 
cut direction arrows. 


JEWELRY CHEST 


Adhere a pattern to each of the five %4" x 6%"x 9" stock pieces Cut out the compartments for the divider drawer, pierced 
for the box and drawers. Cover the patterns with clear tape for earring drawer, and ring tray drawer. Save the cut-out waste 
all five pieces, Next, cut out the pieced earring drawer usinga _ pieces from the divider drawer and pieced earring holder. 
#9 reverse-tooth blade, following the first cut line, Cut out the 

ring tray drawer, following the second cut line. Then, cut out 

the divider drawer, following the third cut line. 


Apply glue to the three saw blade kerfs where the drawers Cut the radius corners or outside profile on the five box layers 
were cut out, Use three clamps to clamp the saw blade and remove the patterns. 

kerfs closed. Then, clean up the glue squeeze-out and 

leave clamped for two hours. Cut out the drawers and 

compartments from the four remaining pieces, and glue 

and clamp the saw kerfs closed. 


Glue and clamp three box layers together, clean up glue Use a drum sander or sandpaper wrapped around a dowel 
squeeze-out, and leave them clamped for two hours. Then, to sand the drawer openings on both the two and three box 
glue and clamp the remaining two box layers together, clean layer pieces of wood. 


up glue squeeze-out, and leave them clamped for two hours. 
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Glue the two and three box layer pieces of wood together. 
Clamp, clean up glue squeeze-out, and let the glue dry. 


Adhere a jewelry chest pattern to the top of the two stacked 
pieces of wood, Use a #5 reverse-tooth blade to cut off the 
four corners. Next, separate the two stacked pieces, saving 
the double-sided tape. Use the tape to adhere the piece with 
the pattern to the remaining %" x 642" x 9" piece of wood. The 
piece without the pattern will become the back of the box. 


Glue and clamp the front and back pieces onto the box. Clean 
up glue squeeze-out. 


Chapter 6 @ Making Jewelry Boxes 


Use a drum sander to sand 

the drawer openings on the 

box. Then, use several strips of 
double-sided tape to adhere two 
Ya" x 642" x 9" box front and back 
pieces together, 


Cut out the three drawers, following the first cut, second cut, 
and third cut directions, from the two stacked pieces, Separate 
the stacked pieces and remove the pattern. On one piece, glue 
and clamp the three saw blade kerfs closed. This will become 
the box front. Discard the other piece—we will only be using 
the cutouts for the fronts and backs of the drawers. 


Adhere a box pattern to the 4" x 64" x 9" piece of wood for 
the drawers. Cut out the three drawers, and then cut out the 
drawer compartments. Save the divider drawer waste piece. 


JEWELRY CHEST 


Remove the patterns from the Y2"-thick drawer pieces you just Sand the compartments on the three drawers. 
cut, and remove the patterns from all 34"-thick drawer pieces. 

There are five 34"-thick drawer pieces for each drawer. Discard 

one %4"-thick drawer piece for each drawer. Then, glue and 

clamp the three drawers together using four %4"-thick pieces 

and one ¥2"-thick piece of wood for each drawer. 


Glue and clamp the drawer fronts and backs onto the three Remove the patterns from the divider drawer waste pieces 

drawers. Clean up the glue squeeze-out. of wood. Using the gluing jig described in Chapter One, 
“Box-Making Basics,’ on page 3, glue and clamp together 
four %4"-thick pieces and one ¥"-thick piece of wood, 


Sand the divider blank smooth and ensure that it fits into the Adhere the ring tray patterns to the four 34" x 114" x 338" stock 
divider drawer compartment. Adhere the divider pattern to for the ring tray. Follow the pattern lines to cut out the ring 
the divider blank, Cut out the six spaces between the dividers, dividers on the four 34"-thick layers. 

and then remove the pattern. 
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Remove the patterns from the ring tray layers. Next, glue and Using the gluing jig and the pierced earring holder diagram 

clamp the four ring tray layers together. Then, sand the edges as reference, glue up the pierced earring holder. Use a glue 

of the ring trays so they fit the compartments. stick to adhere three hole patterns to the top of the pierced 
earring holder. Then, drill (24) Yis"-diameter holes, 2" deep, as 
indicated on the patterns. 
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Sand the box and drawers smooth, and apply the finish of Tilt your scroll saw table 10 degrees, right side down. Cut out 
your choice. the drawer pulls in the cut direction shown. 


To line a ring tray with felt, use a piece of felt that is 3" x 12", Starting on the end of the ring tray where the felt is glued to 
Use wood glue to adhere one end of the felt to one end of the __ the tray, put glue into the ring tray slots and force the felt into 
ting tray, and leave it glued for one hour. the slots with a knife. Trim the felt at the end of the ring tray, 


and glue that end of felt to the ring tray. 
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The drawer on this box is designed to hold TOOLS AND MATERIALS 


pierced earrings, and you could easily 
expand this box to have more drawers for 
additional storage. The box is made from ® One photocopy of the pierced earring holder pattern 
@ #5 reverse-tooth blade for box front and back and 


® Seven photocopies of the box pattern 


poplar with a cherry front and back. The 


d hi et i drawer pull 
LONSERY INES Noe Cah ae © #9 reverse-tooth blade for pierced earring holder, box, 
and drawer 


® Temporary bond spray adhesive 

® Gluing jig (see page 3) 

® Newspaper, to protect gluing jig surface 

® Drill or drill press and 4e"-diameter drill bit 

® Wood glue and rag to wipe away excess glue 


® Drum sander or sandpaper wrapped around 
wooden dowel 


© Clamps 

® Double-sided tape 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
® Felt or velvet (optional, for lining) 
® Finish of choice 


Overall size: 9" long x 3" high x STOCK 
4%" deep ® Five pieces %4" x 3" x 912" for box and drawer 
Wood: Cherry and poplar ® One piece ¥2" x 2" x 814" for drawer 
@ Three pieces 4" x 3" x 9¥s" for box and drawer fronts 
and backs 
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PIERCED EARRING HOLDER 


Box pattern 
Make seven photocopies of the pattern. 


Quick CuTs 
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This box features compartment dividers in 
a uniquely shaped box. | used basswood 
for the box and mahogany for the 
contrasting box front and back. Basswood 
was also used for the drawer pulls. 


= 
Eee 


Overall size: 9° long x 
4346" high x 4%" deep 
Wood: Basswood and 


mahogany 
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TOOLS AND MATERIALS 


® Seven photocopies of the box pattern 

® Two photocopies of the drawer divider pattern 

@ 95 reverse-tooth blade for box front and back and drawer pulls 
@ #9 reverse-tooth blade for dividers, box, and drawers 

@ Temporary bond spray adhesive 

® Gluing jig (see page 3) 

® Newspaper, to protect gluing jig surface 

® Drill or drill press and Ye"-diameter drill bit 

® Wood glue and rag to wipe away excess glue 

® Drum sander or sandpaper wrapped around wooden dowel 
® Clamps 

* Double-sided tape 

® Clear packaging tape 

Sandpaper, 80, 150, and 220 grit 

@ Felt or velvet (optional, for lining) 


@ Finish of choice 


Stock 
® Five pieces 4" x 5" x 914" for box and drawers 
® One piece V2" x 19" x 16" for drawers 


® Waste pieces from cutting out the top and bottom 
compartments for the dividers 


® Two pieces '4* x 444" x 914" for front and back of box and 
fronts of drawers 


® One piece 4" x 1%2"x 16" top and bottom drawer backs 


SCROLL SAWN DIVIDERS BOX 


Box pattern 
Make seven photocopies of the pattern. 
Enlarge pattern 120% 


Quick Cuts 
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Box pattern 
Make one photocopy of the pattern. 
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Chapter 6 @ Making Jewelry Boxes 


SCROLL SAWN DIVIDERS Box 


Dividers 
Make one photocopy of the patterns. 
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Chapter 6 @ Making Jewelry Boxes 


This box has a ring tray and separate 
compartments for storing small jewelry 
items. The box and its drawer pulls are 
made from sassafras with a contrasting 
walnut front and back. 


Overall size: 9" long x 


Wood: Sassafras and 


— 


TOOLS AND MATERIALS 


Seven photocopies of the box pattern 


® Two photocopies of the ring tray pattern (see page 113) 
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#5 reverse-tooth blade for box front and back and 
drawer pulls 


#9 reverse-tooth blade for ring trays, box, and drawers 
Glue stick 

Gluing jig (see page 3) 

Newspaper, to protect gluing jig surface 

Drill or drill press and 4e"-diameter drill bit 

Wood glue and rag to wipe away excess glue 


Drum sander or sandpaper wrapped around 
wooden dowel 


Clamps 

Double-sided tape 

Clear packaging tape 

Sandpaper, 80, 150, and 220 grit 
Felt or velvet (optional, for lining) 
Finish of choice 


STOCK 


° 
~~ 
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Five pieces ¥4" x 5" x 912" for box and drawers 


One piece 2" x 5" x 944" for drawers 
Three pieces 4" x 5" x 92" for box and drawer fronts 


and backs 


RING TRAY Box 


Box pattern 


Make seven photocopies 
of the box pattern, 


Enlarge pattern 110% 


Quick Cuts 
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This box makes a great gift for a child as a 
first jewelry box in a unique, easy-to-make 
shape. The front and back of the box are 
made from alder, and the box and drawer 
pulls are made from poplar. 


Overall size: 6" long x 
4" high x 342" deep 
Wood: Alder and poplar 


Chapter 6 @ Making Jewelry Boxes 


TOOLS AND MATERIALS 


® Six photocopies of the box pattern 


® #5 reverse-tooth blade for box front and back and 


drawer pulls 
® #9 reverse-tooth blade for the box and drawers 
® Temporary bond spray adhesive 
® Gluing jig (see page 3) 
® Newspaper, to protect gluing jig surface 
® Drill or drill press and %is"-diameter drill bit 
®@ Wood glue and rag to wipe away excess glue 


© Drum sander or sandpaper wrapped around 
wooden dowel 


© Clamps 

® Double-sided tape 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
© Felt or velvet (optional, for lining) 
@ Finish of choice 


STOCK 
® Four pieces 34" x 4" x 6%" for box and drawers 
® One piece V2" x 1%" x 9" for drawers 


® Three pieces %" x 4" x 612" for box and 
drawer fronts and backs 


SMALL TWO-DRAWER Box 


Box pattern 


Make six photocopies 
of the box pattern, 


Quick Cuts 
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This small box has drawers for storing 
small jewelry items and makes a great gift 
for anyone, The box is made from ash with 
more expensive mahogany for the box 
front and back. Ash was also used for the 
drawer pulls. 


Overall size: 6" long x 
4" high x 3%" deep 
Wood: Ash and 
mahogany 


Chapter 6 @ Making Jewelry Boxes 


TOOLS AND MATERIALS 


® Six photocopies of the box pattern 


® #5 reverse-tooth blade for box front and back and 


drawer pulls 
® #9 reverse-tooth blade for the box and drawers 
® Temporary bond spray adhesive 
® Gluing jig (see page 3) 
® Newspaper, to protect gluing jig surface 
© Drill or drill press and Yis"-diameter drill bit 
® Wood glue and rag to wipe away excess glue 


© Drum sander or sandpaper wrapped around 
wooden dowel 


© Clamps 

® Double-sided tape 

® Clear packaging tape 

® Sandpaper, 80, 150, and 220 grit 
© Felt or velvet (optional, for lining) 
© Finish of choice 


Stock 
® Four pieces 34° x 4” x 6%" for box and drawers 
®@ One piece Ys" x 1%" x 8" for drawers 


® Three pieces 4" x 4" x 612" for box and 
drawer fronts and backs 


SMALL THREE-DRAWER BOx 


Box pattern 


Make six photocopies 
of the box pattern, 


Quick Cuts 
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APPENDIX: 


LAMINATION Quick REFERENCE CHART 


Lamination 


Checkerboard 


Diamond 


Four Woods 


Pinwheel 


Pie Segment 


132 Appendix: Lamination Quick Reference Chart 


Stock Sizes Wood 


6 pieces light colored, 


i yry dy 13" 
LEIA etes UO, 6 pieces dark colored 


6 pieces light colored, 


12 pieces, ¥2"x "x15 6 pieces dark colored 


3 pieces each of four 


be Piece sara naa, different woods 


3 pieces light colored, 


; er) “ 
EL LCR 3 pieces dark colored 


3 pieces light colored, 


S Pieces tanKoe koe 3 pieces dark colored 


Laminated Layers 


6 pieces, 2" x 4" x 62" 


6 pieces, ¥2"x 4" x 72" 


6 pieces, 2" x 4" x 8Y2" 


6 pieces, ¥2" x 5¥2" x 52" 


6 pieces, ¥2" x 5%" x 5¥" 


INDEX 


Box joints, boxes with, 85-107 
About: box joints, 85; steps for, 89-93; 
wooden hinges, 85, 92-93 
Knitting box, 86-93 
Notepad box, 106-107 
Paper clip box, 102-103 
Pencil and pen box, 104-105 
Recipe box, 94-97 
Tissue box cover, 98-101 
Box-making basics, 1-5 
Finishing, & 
Safety, 5 
Techniques, 4-5 
Tools/supplies, 2-4 
Wood, 1-2 


Checkerboard horseshoe box, 64-67 
Checkerboard oval box, 56-63, 132 
Clamping components (examples) 
Checkerboard oval box, 60, 62, 63 
Jewelry chest, 116, 117, 118 
Knitting box, 90, 91 
Peaked-top box, 41, 42,43 
Square box, 11,13 
Curves box, 48-49 


Diamond box, 68-71, 132 
Drawer(s) 
Lining with felt/velvet, 5,35. 
Openings, cutting, 35 
Pulls, 39, 43, 114 
Drawers, boxes with, 35-53. See also 
jewelry boxes 
About: steps for, 35, 40-43 
Curves box, 48-49 
Flat-top box, 52-53 
Peaked-top box, 36-43 
Round four-drawer box, 44-45 
Round three-drawer box, 50-51 
Tall box, 46-47 


Felt, lining boxes with, 5 
Finishing techniques, 3 
Flat-top box, 52-53 

Four woods box, 72-75, 132 


Glues/adhesives, 3-4 

Gluing components (examples) 
Checkerboard oval box, 61-63 
Jewelry chest, 115, 116, 117, 118 
Knitting box, 89,90, 91,93 
Peaked-top box, 40-41, 42. 43 
Square box, 11, 12-13 


Heart box, 22-25 
Hinges, wooden, 85, 92-93, See also 
knitting box 


Jewelry boxes, 109-131 
About: earring holders, 109; steps for, 
115-119; wood, L 
Jewelry chest, 110-119 
Pierced earring holder, 120-121 
Ring tray box, 126-127 
Scroll sawn dividers box, 122-125 
Small three-drawer box, 130-131 
Small two-drawer box, 128-129 
Jewelry box patterns 
Drawer pulls, 114 
Pierced earring holder pattern, 112 
Ring tray pattern, 113 
Jewelry chest, 110-119 
Jigs, 2 
Joints. See box joints, boxes with 


Knitting box, 86-93 


Laminated boxes, 55-83 
About: checkerboard design, 55; 
laminating, 4: quick reference 
chart, 132; steps for, 60-63 
Checkerboard horseshoe box, 64-67 
Checkerboard ova! box, 56-63, 132 
Diamond box, 68-71, 132 
Four woods box, 72-75, 132 
Pie segment box, 80-83, 132 
Pinwheel box, 76-79, 132 
Lamination quick reference chart, 132 
Lids, boxes with, 7-33 
About; steps for, 2 11-13 
Heart box, 22-25 
Peanut box, 26-29 
Sewing box, 30-33 
Square box, 8-13 
Star box, 18-21 
Triangle box, 14-17 


Notepad box, 106-107 


Paper clip box, 102-103 
Patterns. See also specific projects 
Adhering, examples, 11, 12, 40, 47 
42,43 
Drawer pulls, 39, 43,114 
Pierced earring holder, 112 
Pinpoint placement of, 4 


Removing, examples, 12, 13, 40, 41,43 


Ring tray, 113 
Peanut box, 26-29 
Pencil and pen box, 104-105 
Plerced earring holder, 120-121 
Pierced earring holder pattern, 112 
Pie segment box, 80-83, 132 
Pinwheel box, 76-79, 132 


Quick cuts steps, viii. See also 
specific projects 


Recipe box, 94-97 

Ring tray box, 126-127 

Ring tray pattern, 113 

Round four-drawer box, 44-45 
Round three-drawer box, 50-51 


Safety precautions, 5 

Scroll saw/blades, 2 

Scroll sawn dividers box, 122-125 
Sewing box, 30-33 

Small Three-Drawer Box, 130-131 
Small Two-Drawer Box, 128-129 
Square Box, 8-13 

Stack cutting, viii-ix, 4 

Star Box, 18-21 


Tall Box, 46-47 

Tapes, 4 

Techniques, 4-5 

Tissue Box Cover, 98-101 
Tools/supplies, 2-4 
Triangle Box, 14-17 


Wood, 1-2 
Wooden hinges, 85, 92-93 
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More Great Project Books from Fox Chapel Publishing 


m3) Custom Wooden Custom Wooden eeu “imal Portraits 
)) Boxes for the MU IC BOXE 4 Music Boxes for d 5) in Woo: 
Scroll Saw t I b) the Scroll Saw By Neal Moore 
By Diana Thompson WIN By Rick and Karen $17.95 
$17.95 al § ’ operas B} ISBN: 1-56523-293-3 
ISBN: |-56523-212-7 p= a $19.95 | 
tay ISBN: |-56523-301-8 


Great Book of Learn To Turn Foolproof 
Woodburning By Barry Gross Wood Finishing 
By Lora S. Irish $14.95 By Teri Masaschi 


$19.95 
ISBN: 1-56523-287-9 


$16.95 
ISBN: |-56523-303-4 


ISBN: |-56523-273-9 


Look For THEse Books at Your Locat Book Store 
oR WoopworkinG RETAILER 


Or call 800-457-9112 © Visit www.FoxChapelPublishing.com 


You already know that Fox Chapel Publishing is a leading source for woodworking books, 
videos, and DVDs, but did you know that we also publish Scroll Saw Woodworking & 
Crafts? Published quarterly, Scroll Saw Woodworking & Crafts is the magazine scroll saw 
enthusiasts turn to for the premium projects and expert information from today's leading 
wood crafters. Contact us today for your free trial issue! 


SCROLLSAW 


Woodworking & Crafts 


1g Written by today’s leading scroll saw artists 


w Dozens of attractive, shop-tested pattems and project ideas 
for scrollers of all skill levels 


g Great full-color photos of step-by-step projects and 
completed work, presented in a clear, easy-to-follow format 

gw Keep up with what's new in the scrolling community with tool 

reviews, artist profiles, and event coverage 


Subscribe Today! 888-840-8590 * www.scrollsawer.com 


Woodworking/Crafts $17.95 US 


CRAFT A COLLECTION 
OF BEAUTIFUL BOXES 
WITH ONLY ONE TOOL 


The wooden box is a classic and popular woodworking project; it’s fun to 
make and useful to have. However, crafting a box can often involve several 
different tools. In this book, designer and box maker Gary MacKay will 
introduce you to his simple techniques for making a variety of elegant and 
functional boxes—30 in all—using only one tool: the scroll saw. 


Organized in a progressive-learning format, Box-Making Projects for 
the Scroll Saw begins with the most basic box and works through to 
more complicated techniques. You'll learn to make a standard box, add 
drawers, create a checkerboard design, and, finally, to cut box joints, 
employing techniques that are usually reserved for more complicated 


woodworking machinery. 


Projects are organized in an easy-to-follow format, accompanied by color 
photographs and easy-to-use patterns. There is also a chapter on wood, 
tools, adhesives, box lining, and more. 


Your final piece will be the perfect jewelry box, complete with ring tray 
compartments, dividers, and earring holders—a splendid gift for a loved 
one. They'll never suspect such a beautiful box could be so easy to make. 


Gary MacKay has been designing, making, and selling boxes in craft 
galleries for over 20 years. He is a frequent contributor to Scroll Saw 
Woodworking & Crafts magazine. 


ISBN-13: 978-1—56523-294-5 
ISBN-10: 1-56523-294-1 


1970 Broad Street * East Petersburg, PA 17520 
www.FoxChapelPublishing.com 


i | 51795 
Fox ie ' 
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